
Page 1 of 47 

How to use the SquirrelView software with the 
SQ2010/SQ2020/SQ2040 Data Loggers. 
 
 
SquirrelView Help      Page 2 
 
Connecting Your Squirrel Data Logger   Page 2 
 
Logger Set-up      Page 3   
 
Download Data      Page 8 
 
Export Data        Page 11 
 
Downloading Alarm Data     Page 15 
 
Setting a Start and Stop Logging Action   Page 18 
 
Setting an Alarm Action     Page 25 
 
Sample Alarm Circuit     Page 30 
 
Meter Mode       Page 31 
 
Online Metering Direct to Excel    Page 36 
 
Engineering Units      Page 38 
 
4 to 20mA Connections     Page 41 
 
Sensor Power Supply     Page 45 
 
Setting up a Inbuilt Ethernet Connection   Page 46 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

Grant Instru ments  
(Cambridge) Ltd  

Shepreth 
Cambridgeshire 
SG8 6GB 
 
Tel: 01763 260811 
Fax: 01763 262410 
www.grant.co.uk 

Reference No:  

DATA ACQUISITION  
Hints and Tips 



Page 2 of 47 

Squirrelview Help 
 
Note: There is an extensive Help file within Squirrelview for information on using the 
software and logger. 
 

 
 

Connecting Your Squirrel Data Logger 
 
First you need to select the correct logger model   
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Logger Set-up 
 
To start setting up the channels of the data logger click on the Logger Setup button. 
 

 
 

Choose your sensor input from the selection range. 
 
 

 
 

 

Connect the sensor as shown in the diagram. 
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 Squirrels loggers use the "Screw Terminal", (ST) 5.0 mm pitch plug and 

header connector system.  

 Sensors are con nected to screw terminal plug - in terminal blocks. Blocks 
of 3, 4 or 6 with cable strain relief  

 
 
You will need to give the sensor input a description.. 
 

 
 
Select logging method and interval required (channels can be at different speeds). 
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To alter the sample intervals select the Edit Sample Intervals button 

 
 

 
 
 
There is an option to run at sub second intervals. 
 

 
 
To send the setup to the logger and start logging go to Squirrel and Send Setup to 
Squirrel and Arm. 
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The Setup can be saved on your PC by: 
 
 

 
 
 
And click Stored Setups to store in the logger: 
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The logger can hold up to six different setups. 
 

 
 
 
Even more setups can be stored on removable MMC card.  
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Download Data 
 

To start the download of data click Download Data button 
 

 
 

Select the required Data file 
 

 
 

Select the Action after Download 

 

 
 

(Note this action can be set as default in Tools / Download Settings). 
 
                                                
 Select the Download Selected File(s) 
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Give the File a name and Save. 
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Export Data 
 

To export you data into excel 
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Browse for File 
 

 
 

 
 

Choose the particular data file you wish to export and click. 
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